Sustainable Range of Linen + Tencel Bath Towels
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From the lap of mother earth, sustainable blend of Linen with Tencel, that
reduces water intake, conserve natural resources &can be traced to origins.

Here,Nandan presents-Harmony,aluxurious range of premium quality towel,
with goodness of linen & tencel, without any trace of cotton.

ABSORBENT FADE RESISTANT DOUBLE NEEDLE SEAM DURABLE
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Softer, Bulkier, Absorbent... ey

100% Cotton

Ellison Towel collection crafted from PVA free pure cotton yarn spun

from special spinning technique, resulting towel is soft and fluffy as ”.;ﬁ”ﬁw 1280 2V oW Ly
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a conventional zero twist towel. The specially spun yarn has less _ _ 4

hairiness so that towel lints less thereby increasing towel life and 4 £

reducing washing machine maintenance.

Special yarn has more open cross section making it softer and

fluffier...the towel made from this yarn is comparable to bulk of a

conventional zero twist towel which lints more and made from

using harmful PVA.
*Ellison yarn can also be made into yarn dyed & piece dyed fashion towels. : __,/

RIGN SPUN YARN ELLISON PROCESS ELLISON YARN
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ELLISON Spinning Technology - loose fibrils ELLISON yarn - smooth yarn, better feel
are tucked imside the yarn structure negligible loose fibrils, lesser lint.

£
Ring Spun Yarn - hairyness, irregular
look, resulting in lint and rough feel




towel of permeable soft cotton
absorbs more, dries faster

thirsty « fluffy « wicky

wash after wash

BEFORE PROCESSING AFTER PROCESSING

B COTTON FIBRE
SPECIAL FIBRE

- special fibers and cotton fibers blended at pre spinning stage - special fibers melts away at processing stage, leavi
in yam structure

Micro spaces created into cotton yarn structure

Open spaces in yarn structure to absorb more water

TOW E L B U I- Ks U P dries fast as it wicks moisture faster
AFTER EVE RY WASH Low linting and the re-inforced hems for durable towel.

Color Lock keeps colors vibrant wash after wash}%
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Reslstant | Durabdlity | Lincurlous | with sk Abanrsent Strengith Meedle Seam



